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BLANKE PERMAT
For damage-free tile installation
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BLANKE PERMAT & BLANKE FILLOCREED
The solution for challenging substrates

BLANKE PERMATFLOOR
Insulation instead of screed

BLANKE PERMAT reliably uncouples the
tile covering from the substrate, reducing
stresses caused by structural movement.
This effectively prevents cracks and dama-
ge in the tile covering, even under heavy
loads. The result: durable, long-lasting tile
installations.

BLANKE PERMAT
For warm tile floors

Cracked screeds, existing tile coverings,
timber floorboards and hard flooring often
present challenges during renovation pro-
jects. The combination of BLANKE PERMAT
and BLANKE FILLOCREED creates a stable,
uncoupled and level substrate for virtually
any new floor covering - without the need
for extensive surface preparation. Ideal for
fast and efficient renovations.

BLANKE PERMATFLOOR replaces the
conventional screed construction with a
lightweight, dry and high-load-bearing
system solution. Despite its low installa-
tion height, the system provides efficient
thermal and impact sound insulation. It is
the ideal solution for renovation projects
where weight, installation time and floor
build-up height are critical factors.

blanke-blue-base-com

Discover our complete
range of floor systems,
along with many
more products and
useful information at
b\anke»b\ue—base.com
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BLANKE PERMAT is a key component of
BLANKE underfloor heating and cooling
systems. As an uncoupling and load distri-
bution mat, it provides a stable floor cons-
truction with a low installation height while
reliably protecting the tile installation from
cracks caused by thermal stresses.
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Imposed load Material thickness

3,3 mm

Tensile bond strength

0,93 N/mm?

Point load

15,96 «

Vapour permeability

100.
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