
SURFACE HEATING AND COOLING SYSTEMS
Proven Systems for Non-Ceramic Floor Coverings

blanke-blue-base.com

For non-ceramic floor coverings, BLANKE PERMAT is filled 

with BLANKE FILLOCREED. This creates a level surface after 

approximately 12 hours – without sanding or further finishing 

work.

For non-ceramic floor coverings, BLANKE PERMAT and 

BLANKE FILLOTHERM are not required. Instead, BLANKE 

FILLOCREED is used as the heat distribution layer.

BLANKE DRY CONSTRUCTION SYSTEMS BLANKE PERMATOP SF/SF14

BLANKE PERMATOP surface heating systems can now also be 

installed beneath non-ceramic floor coverings. This opens up 

additional possibilities for renovation and new-build projects 

with a wide variety of floor finishes. Installation beneath 

non-ceramic floor coverings requires a specially coordinated 

system build-up, which differs from the versions for ceramic 

coverings in terms of individual components and overall ins-

tallation height. The current technical data sheets and installa-

tion instructions are always decisive for planning, installation 

and the selection of system components.

More Freedom in Floor Design!

Also for Non-Ceramic Floor Coverings

NEW



BLANKE NEW YORK EDITION
Now Even More Products in the Popular Color Collection

blanke-blue-base.com

Create sophisticated and stylish storage space with the BLANKE BAY-BOX. The frameless niche 

impresses with its minimalist design and blends seamlessly into modern interior concepts. Avai-

lable in the colors of the BLANKE NEW YORK EDITION, it allows harmonious coordination with 

other bathroom elements, making it ideal for consistent, high-quality design concepts. 

Made from durable stainless steel, the BLANKE BAY-BOX offers a space-saving yet stylish 

solution for storing bathroom essentials or decorative items while creating a clean, uncluttered 

appearance with clear lines.

The BLANKE FLEX-LINE COVER with design insert adds distinctive design accents and comple-

ments the BLANKE DISK FLEX-LINE and BLANKE DIBA FLEX-LINE drainage systems. Available 

in the colors of the BLANKE NEW YORK EDITION, it integrates stylishly into modern bathroom 

designs. 

The cover can be individually adapted and shortened to as little as 40 cm around the drain body. 

It is suitable for tile thicknesses from 10 to 18 mm, height-adjustable, and can therefore be preci-

sely adapted to the respective installation situation.

BLANKE BAY-BOX

BLANKE FLEX-LINE
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Range Expanded!
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