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Fast-reacting underfloor heating and cooling system with low installation weight and fast ccontrollability 

Features

>  Thin layer

>  Water-run system 

>  Cuts down long construction time

>  Easy to handle

>  Energy-saving 

>  Fast-reacting

 

Product description

BLANKE PERMATOP is a patented, universal, thin-layered and 

secure dry lining underfloor heating and cooling system. It is based 

on individual heating elements made of EPS or Neopor with ex 

works-bonded aluminium heat diffusion plate. The system includes 

suitable composite metal piping. The top layer consists of the 

decoupling and underlayment mat BLANKE PERMAT and BLANKE 

GLUEMAX. The installation height without floor covering ranges 

from 25 to 35 mm.

 

Areas of application

BLANKE PERMATOP can be installed on all load-bearing, even, 

common substrates used in renovations sector as well as in new 

construction. The system can also be glued on insulations with 

sufficient load-bearing capacities.

 

Installation

Glue BLANKE PERMATOP panels onto the prepared, primed, even 

substrate. Press the CMP system pipe into the slots. Afterwards, 

apply the special adhesive BLANKE GLUEMAX onto the surface using 

a spreader comb, and while the adhesive is still fresh, lay BLANKE 

PERMAT over the adhesive and press down.
For laying other floor coverings that are suitable for underfloor heat-
ing systems, low-stress levelling fillers with a minimum coverage of 
3 mm (parquet) to 5 mm (carpet, PVC) must be applied to the BLANKE 
PERMAT. Protect substrates susceptible to moisture by sealing appro-
priately.

Technical data

PERMATOP 1000 

Installation gap:		  25.0 and 12.5 cm

Length/width 		  Grooved panels: 100/50 cm

Length/width 		  Return panels: 25/50 cm

Height: 			   35 mm (incl. Blanke PERMAT)

Thermal conductivity level: 	 TCR 035

System panel: 		  EPS 035 DEO; 240 kPa

Fire class: 			   Euroclass E according to DIN EN 13501-1

Traffic load: 		  5.0 kN/m²

Thermal conductivity: 		  0.035 W/mK

Weight: 			   10.0 to 11.0 kg/m²

PERMATOP 3000

Installation gap: 		  25.0 and 12.5 cm

Length/width 		  Grooved panels: 100/50 cm

Length/width 		  Return panels: 25/50 cm

Height: 			   25 mm

Thermal conductivity rating: 	 TCR 032

System panel: 		  Neopor EPS 032 DEO; 240 kPa

Fire class: 			   Euroclass E according to DIN EN 13501-1

Traffic load: 			  2.0 kN/m² 

Weight: 			   10.0 to 11.0 kg/m²

Aluminium heat diffusion plate

Thermal conductivity: 		  >200 W/mK

Material thickness: 		  0.5 mm

Pipe

Pipe dimension: 		  16 x 2 mm

Weight per lm: 		  104 g

Water content: 		  0.113 l/lm

Roll length: 			  300/500 m

Edge insulation strip

Dimension: 			  150 x 10 mm

Compressibility: 		  5 mm

Note: Please refer to the technical data sheets for the BLANKE PERMAT underlay and the BLANKE GLUEMAX powder dispersion adhesive.
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