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Advantages:

BLANKE DISK-LINE EC – multifunctional linear drainage system

•  Multifunctional, height adjustable grill (Stainless  
	 Steel/can be tiled) for a stylish and unobtrusive  
	 appearance

•  Unique drainage technique

•  Sealed water system – no odour nuisance 

•  Integrated, self-adhesive sealing membrane and  
	 EPS-installation and protection block for highest  
	 security

The innovative line drainage excels as a sealed waterless 
system through its unique drainage technique and inte-
grated end cap. It is equipped with a thin silicone flap 
which serves as permanent protection against odour. Even 
after prolonged non-use, the transition to the waste pipe is 
always sealed and odour tight. A multifunctional, frameless 
grill enables the design of the drain to be in stainless steel 
or it can be tiled for a more individual and more elegant 
look. Thus, the linear drainage is perfect and almost invi-
sibly integrated in the floor of the shower. The grill can be 
quickly and easily be height adjusted and adapted easily 
to the tiles height. 



BLANKE DISK-LINE EC

Technical data
Installation height (h) 70	mm	excl.	tile	thickness

MATERIAL

Body Stainless Steal  

Grid	cover Stainless Steal 

Seal Polyolefi n foam

Grill	fi	tting	frame,	height	adjustable ABS

Connection	to	the	drainpipe Socket	DN	50

Colour	of	the	ABS	pieces grey

Sealing ring rubber

CAPACITY	

Drainage performance at 9 mm tile thickness 30 l/min

Drainage performance at 20 m tile thickness 36 l/min

DIMENSIONS

Grid	length	in	mm	(L1) 665,	765,	865,	965,	1165

Body	in	mm		(L2) 700,	800,	900,	1000,	1200

Grid	width	in	mm	(B1) 29

Body	in	mm	(with	fl	ange)	(B2) 38	(76)

Seal water height -

Drainpipe in mm (d) 50

Seal integrated

Distance	to	center	of	drain	(from	above)	(A1) 35 mm

Distance	to	center	of	drain	(from	below)	(A2) 35 mm

Distance	from	trailing	edge	body	to

leading	edge	drain	connection  (A3) 106 mmHeight adjustable grill

Longitudinal view

Side view

Top view

End cap                                             with thin silicone fl ap

Technical drawing – with EPS-installation block
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Advantages:

Blanke DISK-CUBE provides a winning combination of 
functionality and aesthetics and is suitable, thanks to the 
adjustable drain housing, for installation heights between 
54 mm and 90 mm. Equipped with a new rubber seal and 
the factory-integrated self-adhesive sealing flange, the sy-
stem guarantees maximum safety and permanent tightness, 
especially at the transition to the Blanke DISK self-adhe-
sive waterproof compound sealer. Also, the frame made of 
plastic which is suited for different surfaces, is adjustable 
for gradients from a height of 8 mm up to 18 mm. The in-
tegrated hair sieve, the modifiable siphon for a max. water 
trap height of 50 mm and a drainage performance of 30 l/
min, makes the new point drainage system powerful, fle-
xible throughout whilst at the same time, practical. 

BLANKE DISK-CUBE – Elegant point drainage system

•	 �Rubber seal with integrated, self-adhesive sealing

•	 Flexible installation height (54 to 90 mm)

•	 Frame with gradient adjustment

•	 Safety during installation through screed  
    protection cap

•	 Integrated hair sieve

•	 Elegant appearance through designer cover  
    plate made of stainless steel



BLANKE DISK-CUBE Technical drawing

Technichal data (horizontal version)
Installation height (h) 54	-	90	mm	excl.	tile	thickness

MATERIAL

Body ABS

Grill	cover Stainless Steel

Seal Polyolefi n foam

Siphon complete ABS

Connection	to	the	drainpipe Socket	DN	40

Colour	of	the	ABS	pieces grey

Sealing ring Rubber

CAPACITY

Drainage performance 30 l/min

DIMENSIONS

Grill	cover	in	mm	(L1)	(B1) 93/93

Body	in	mm	(L2)	(B2) 100/100

Water trap height in mm 25 - 50

Drainpipe in mm (d) 40

Seal in mm 320	x	320

Distance	to	center	of	drain	(from	above)	(A1) 34 - 70 mm

Distance	to	center	of	drain	(from	below)	(A2) 20 mm

Distance	from	trailing	edge	body	to

leading	edge	drain	connection	(A3) 170 mm

integrierte Abdichtung
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Horizontal version

Vertical version
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Top view

Longitudinal view horizontal version

Longitudinal view vertical version

integrierte Abdichtungintegrated seal

integrierte Abdichtung



Blanke GmbH & Co. KG 

Stenglingser Weg 68 - 76 

58642 Iserlohn / Germany 

T +49 (0)2374 507-0 

F +49 (0)2374 507-4230 

E info@blanke-systems.de	  

I  www.blanke-systems.de

Consulting and Sales:
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