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Attention: It is beyond the scope of our responsibility to ensure the appropriate and thus successful utilisation of our products. Liability can therefore only be accepted for the quality of our products within 
the framework of our terms of sales and delivery, but not for successful installation. This data sheet supersedes all previous technical data sheets for this product. We reserve the right to make changes which 
represent technical progress. Information provided by our employees which goes beyond the scope of this data sheet requires written confirmation.

Technical Data

Profile with insert strip:
Length supplied:  	   1.0 / 1.5 / 3.0 m 
Height:     		       9.0 / 11.0 mm 
Profile thickness: 	  1.0 mm 
Anchoring leg:  		   22 mm 
Material (profile): 	  Aluminum 
Insert strip width: 	  40 mm 
Insert strip colors: 	  gray, graphite black

Insert strip only:
Length supplied:  	   3.0 m 
Material:    		      Plastic 
Height:     		       9.0 / 11.0 mm 
Width:     		       40 mm 
Colors:    		      gray, graphite black

End caps:
Height:     		       9.0 / 11.0 mm 
Material:    		      Plastic 
Colors:    		      gray, graphite black

Safety profile for slip-resistant and visually appealing design of stair treads

Properties
> Highly slip-resistant
> Low wear
> Decorative

Product Description
The BLANKE NON-SLIP TREAD consists of a pressed aluminum pro-
file and an insert strip made of plastic. Due to its design, the carrier 
profile ensures an absolutely secure hold of the insert strip. The 
front edge in the tread area is reinforced, and the rounded contours 
of the carrier profile prevent the edge from shearing off. Matching 
end caps are available as accessories.

 
Areas of Application
The BLANKE NON-SLIP TREAD is suitable for stair treads in private 
and moderately frequented indoor areas. Suitability of the profile 
type for special individual cases must be clarified depending on the 
expected chemical, mechanical, or other stresses.

 
Installation
First, align the covering material to the correct height at the riser. 
Apply tile adhesive in the edge area above the step surface. Press 
the BLANKE NON-SLIP TREAD fully into the adhesive bed and align 
it so that the front edge of the carrier profile is flush with the riser 
tile. Fully cover the triangular perforated anchoring leg and the tre-
ad surface with tile adhesive. Firmly press the tread tile without a 
joint against the insert strip and align it so that the top edge of the 
profile is flush with the tile. The tiles must be fully embedded in the 
adhesive in the profile area.
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