
Material properties

BLANKE AQUA-GLAS KIT is a multipart installation set for instal-

ling panes of toughened safety glass in conjunction with BLANKE 

AQUA-GLAS and BLANKE AQUA-KEIL GLAS. The kit consists of BLAN-

KE AQUA-CLEAN, a fast-drying degreasing metal and glass cleaner, 

self-adhesive transparent PVC shims, beech wood wedges to fix the 

glass pane in place, as well as BLANKE AQUA-FIX, a fungicidal, neut-

ral cross-linked, transparent silicone.

Areas of application

BLANKE AQUA-GLAS KIT is used in conjunction with BLANKE AQUA-
KEIL GLAS and BLANKE AQUA-GLAS to install glass walls in shower 
areas in private and public areas as well as in hotels without the 
need to use dowels.

> For 8 to 12 mm-thick panes of toughened safety glass
> In conjunction with tiles and natural stonework
> Walls and floors

INSTALLATION INSTRUCTIONS

Installation aid for installing toughened glass panes in BLANKE AQUA-KEIL GLAS and 
BLANKE AQUA-GLASS Profiles.
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1 Clean the glass pane holder of the BLANKE AQUA-
KEIL GLAS and / or the BLANKE AQUA-GLAS profile 

using a cloth and BLANKE cleaner.

4 Check the installed pane of toughened safety 
glass is truly vertical and horizontal.

7 Use the beech wood wedges to also centre and fix 
the pane of toughened safety glass in the BLANKE 

AQUA-GLAS profile.

3 Using a suction lifter place the pane of toughe-
ned safety glass onto the shims in the glass pane 

holder.

6 Use the beech wood wedges to centre and fix the 
pane of toughened safety glass in the BLANKE 

AQUA-KEIL GLAS.

9 After applying the silicone, smooth out the joints 
working from bottom to top.

2 To align the pane of toughened safety glass, glue 
the 1 and 2 mm-thick shims (self-adhesive) as 

required in the glass pane holder (approx. 10 cm from 
the end of the glass). Do not place the glass straight 
into the stainless steel profile!

5 Clean the pane of toughened safety glass using a 
cloth and BLANKE CLEANER. 

8 After wedging the pane of glass in position: run a 
bead of silicone from bottom to top in the joints 

between the pane of toughened safety glass and the 
stainless steel profile, and remove the wedges one 
after the other.

Achtung: Bitte beachten Sie bei der Verarbeitung die Hinweise in unseren akuellen technischen Merkblättern. Ebenso sind aktuell gültige Normen einzuhalten
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